
 
THE MAST, THE WING AND THE STABILIZER HAVE SHARP EDGES 
THAT CAN BE CAUSE OF SERIUOS PERSONAL INJURY OR DEATH. 
ALWAYS KEEP THE FOIL LEEWARD AND FAR FROM LEGS AND 
FEET WHILE TRANSPORTING AND SWIMMING CLOSE TO THE FOIL. 

ASSUMPTION OF RISK

With the assembly and the use of this product you hereby agree to the following:

· The user is aware that the use of this product involves certain inherent risks which can result in serious personal injury or death.
· The user agrees to assume and accept any and all risks of injury, known and unknown, while using this product.
· The user accepts to use the product following safety, maintenance and cruising rules.
· The user releases Moses Hydrofoil, its owner and any person involved in from any and all liability for any loss, damage, injury or 
  expense that the user himself or any user of this product may suffer due to any cause whatsoever including negligence.

WARRANTY

Moses Hydrofoil warrants this product to be free from major defects in material or workmanship to the original purchaser.

The warranty is valid only when this product is used for normal recreational activities and  does  not  cover  damage  caused  by:
misuse, neglect, improper handling or storage, damage caused by use in shallow water or rocks,  unauthorized  repair,  changes, 
modifications and not correct maintenance.

Moses Hydrofoil and SAB Heli Division s.r.l. decline all liabilities for injuries or damage due to any use of their products.

IMPORTANT RULES AND MAINTENANCE:

* Check before every use that all the screws are correctly tightened.

*Keep always the threaded holes clean and lubricate often by using Lithium grease code [MHW033] 
  to avoid and prevent oxidation and corrosion due to sea water.

*After every use disassemble and wash all the parts with fresh water and dry them using a soft cloth.

*Do not expose to the sun for long periods of time.

*Store the foil in a safe and dry place in order to prevent injury and damage. 

*During assembly pay attention that the sand does not enter into the screws or threads. 

*Use adequate protection such as helmet and a floating vest. 

*Do not use any kind of leash.

*Use the hydrofoil in safety water conditions and within your abilities.

*Avoid shallow waters with presence of rocks or other solid obstacles.

*The minimum depth required for navigation is 1.40 meters.

*Be aware about the regulations in force of your zone in matters of sailing, surfing, windsurfing and kitesurfing.

ALWAYS KEEP
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INSIDE THE BOX:  

- 1 x Mast.
- 1 x Fuselage.
- 1 x Front wing.
- 1 x Stabilizer. 
- 4 x Busing M6x10mm.
- 1 x Manual.

- 2 x Flat head screws M6x25mm.
- 3 x Flat head screws M6x20mm. 
- 2 x Flat head screws M6x16mm.
- 2 x Wrenchs.

Flat head screws M6x20mm
[MH008]

Flat head screws 
M6x25mm
[MH009]

                       Front wing:                      
                       Insert the flat head screws M6x20mm code [MH008]
                       in   the   corresponding   bushing   without   tightening.
                       Proceed to tighten the screws with the supplied wrench.

Mast:
Insert the four botton head bushing M6x10 code [MHW002] in the mast plate. 
Insert     the     proper    screws     for    the     board    from    the    upper    side.
Check    that    all    screws    are    inside    the    bushing     before     tightening. 
Proceed  to  tighten  the  screws  with  the  supplied  wrenchs.

Fuselage:  
    Insert the two flat head screws M6x25mm 
    code [MHW015] in the holes without tightening. 
    Proceed to tighten the screws with the supplied  
    wrench.

Bushing M6x10mm
[MHW002]

             Stabilizer:
Insert the flat head screws M6x16mm 
code [MH007] in the corresponding 
bushing without tightening.
Proceed to tighten the screws with 
the supplied wrench.

[MHW033]

[MHW033]

              Fuselage:
Insert     the     two     flat      head     screws     M6x25mm 
code   [MH009]   in   the   holes   without     tightening.
Proceed to tighten the screws with the supplied wrench.

Flat head screws 
M6x16mm
[MH007]
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